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BALANCED DOOR SALESTOLL FREE: 800.243.9455 ¥fax 800.710.9455      LOCAL: 402.681.5407 ¥fax 402.884.5459

¥Design dynamics allow nearly effortless operation of doors up to 700 lbs.
As the door is opened, the heel of the door swings into the building by 1/3, neutralizing (balancing) the opposing 
stack and wind pressures. (See illustration.)  A balanced airflow requires 60% less force to operate the door.

¥Naturally barrier free ,a 36ÓWikk balanced door provides a 32Óopening to meet all accessibility requirements.
In addition, the adjustment features of our torsion spring allow nearly infinite settings to accommodate any code.

¥Easy opening and positive closing eliminates pedestrian congestion and improves traffic flow.

¥Compact swing arc -  Wikk balanced doors rotate in an elliptical path
around a rolling pivot, thus providing the widest maximum opening with
the smallest swing arc. A compact swing arc is a distinct advantage in 
situations relative to corridor and property lines.

¥The Right Choicefor any building, especially when size, weight,
space limitations, ease of operation and wind and stack pressure 
are factors to consider.

The superior design and construction of WikkÕs Balanced Door Systems are backed by the dedication of 3 generations
of family ownership. You can depend on the quality and craftsmanship of our products and will find that Wikk is the
best choice for your next project because:

WIKK BALANCED DOOR SYSTEMS are COMPLETE UNITS:
¥Doors ¥All finish hardware ¥Glass and glazing ¥Sidelights & Transoms

¥Jambs ¥Thresholds ¥Frames ¥Manual and automatic

¥AccessAbilityª Activating Switches & Mounts operational controls

¥our door construction is sturdy and damage resistant, featuring rigid 
internal welding. Heavy duty arms and pivots are one-piece castings 
of Stainless Steel or Bronze. BUILT  TO LAST!

¥all elements of our door systems are properly coordinated and function 
to their maximum potential, therefore requiring minimal adjustments.

¥we respect the Architect and Specifier:
Ð fast response to inquiries, even the most imaginative
Ð accurate reproduction in the final design
Ð attention to product compatibility

¥ in-house engineering and CAD design have lead to innovative
and creative solutions, such as the Access-A-Matic Operator.

Access-A-Matic
OVERHEAD CONCEALED

Balanced Door Operator

¥Dedicated design to address the unique
swing profile of a balanced door 

¥Meets ANSI Standard A156.19 for 
low energy operation

¥Completely concealed in a 
5.5Óx 5.5Óheader 

ROLLING PIVOT

The door is shown 
partially open 
to emphasize how 
the balanced principle
neutralizes the wind and stack pressure.

NGIC, Virginia
Wikk Access-A-Matic installed in far right door
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