Aliﬂg Wikk Industries, Inc.

Azeboun TRIANGULAR BOLLARD CHECK LIST 5169 Indusrial Cour

Greendale, WI 53129-0167

Phone: 414-421-9490
Fax:  414-421-3158

MATERIALS FINISHES
(1304 STAINLESS PLATE .1875" - .250" STAINLESS STEEL
] ALUMINUM PLATE .1875" - .250" [J US32D SATIN POLISHED
] STEEL PLATE .1875" - .250" [ US32 MIRROR POLISHED

ALUMINUM AND STEEL

LENGTH AND MOUNTING OF BOLLARD

[ 42" SURFACE WITH WELDED BASE PLATE ] POWDER COATED - SPECIFY COLOR CODE

] PAINTED - SPECIFY COLOR CODE

154" IN GROUND
MANUFACTURER OF COLOR CODE

[ OTHER i.e. wall mount etc. (SPECIFY ON DRAWING)

*NOTE *  Any aluminum bollard needing welding
i.e. welded flat tops, or welded inserts
can not be anodized must be

PREPS powder coated or painted.

NUMBER OF PREPS NEEDED
U 0 5 Steel bollards must also be painted or

powder coated.

TYPES OF PREPS See color chart on our website at

www.wikk.com

1 NARROW or request one by e-mail at
customerservice@wikk.com

] SINGLE GANG

] DOUBLE GANG

PREP LOCATION (FACE)
[ INGRESSR

[1FRONT
[J CARD READER (SPECIFY MAKE AND MODEL)
CILEFT HAND SIDE ~ [JRIGHT HAND SIDE
(as viewed from front)

[JOTHER (SPECIFY TYPE i.e. holes, reveals etc.)

BOLLARD TOP (CAP)

] WELDED FLAT
PREP HEIGHTS AND SPECIAL NOTES

[J REMOVABLE METAL
*Note* Cap is not weather tight.
Apply silicone caulk for
outdoor use.

Please contact us if what you are looking for is not
listed on this sheet
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